
SOLID SURFACE   •   QUARTZ SURFACES   •   NATURAL STONE   •   COMPOSITES

HARD SURFACE ADHESIVE PRODUCTS
VOLUME 1

www.silco-inc.comwww.chromalok.com

FARGO, ND
Shop Located at:
828 NP Ave 
Fargo, ND 58102
ph 701.298.0644 
800.298.0644
fx 701.235.0584
Showroom Located at:
806 NP Ave
Fargo, ND 58102

BILLINGS, MT
130 Riverside Road
Billings, MT 59101
ph 406.245.6770 
fx 406.245.6975

BLAINE, MN
4501 103rd Ct NE, Ste 170
Blaine, MN 55014
ph 763.270.0580 
fx 763.444.1803

BRAINERD, MN
12811 Alfalfa Lane SW
Pillager, MN 56473
ph 800.298.0644
fx 218.824.5621

BISMARCK, ND
Shop Located at:
3700 Global Drive
Bismarck, ND 58501
ph 701.223.4307
fx 701.323.7143
Showroom Located at:
171 Eastdale Dr.
Bismarck, ND 58501
ph 701.751.6024 www.fabricatorssupply.net

Orders to: fabsupply@fabsup.net



250mL ADHESIVE 
STOCK COLORS

MSRP: $49.98 each

COLOR ITEM #
Absolute Grey IC2071250
Alabaster IC2017250
Aqueous IC2087250
Arctic White IC2046250
Ash IC2052250
Autumn Light IC2031250
Beach IC2027250
Beige Olympo IC2064250
Bisque IC2068250
Black IC2069250
Bone IC2035250
Brie IC2058250
Bright White IC2006250
Butterscotch IC2009250
Cameo IC2044250
Canvas IC2112250
Chameleon IC2060250
Charcoal IC2034250
Cloud IC2043250
Coastal Path IC2094250
Cocoa Brown IC2048250
Concrete IC2057250
Crystal Clear IC2020250
Cygnus Pearl IC2026250
Earth IC2018250
Fieldstone IC2086250
Flint IC2011250
Galaxy Black IC2030250
Glacier White IC2008250
Graphite IC2067250
Iron Grey IC2045250
Khaki IC2012250
Lunar Pearl IC2063250
Magic IC2004250
Medea IC2079250
Meteor Grey IC2056250
Mocha IC2081250
Moss IC2129250

COLOR ITEM #

Natural IC2049250
Natural Almond IC2093250
Neutral IC2047250
Newgale Grey IC2042250
Newport Grey IC2005250
Nougat IC2028250
Oxford Brown IC2098250
Oyster IC2021250
Palermo IC2089250
Pearl IC2033250
Perfect White IC2041250
Pewter IC2013250
Pumice IC2077250
Pure White IC2038250
Quarry IC2097250
Raton IC2091250
Raw Silk IC2070250
Satin Black IC2007250
Seashell IC2029250
Silver IC2092250
Slate IC2014250
Snow White IC2039250
Stellar Grey IC2055250
Storm Grey IC2037250
Tan IC2036250
Thunder IC2010250
Tidal Sand IC2088250
Tiffany Grey IC2090250
Transparent Black IC2002250
Transparent White IC2001250
Tusk IC2065250
Uba Tuba IC2003250
Warm Grey IC2050250
White IC2053250
White Chocolate IC2015250
White Linen IC2016250
White North IC2019250
Winter White IC2083250

CHROMALOK Other colors available to order. Ask salesperson about sample chains.



CHROMALOK 

PART NO. QTY MSRP
EAEXT-MIX 1-99 $3.00

100+ $1.78

• 18:1 Thrust Ratio - easy action and no cartridge blow outs

• Dedicated 10:1 Mix Ratio - no hand mixing

• Drip free mechanism - no waste and less mess
   - Releases back pressure helping to ensure an even cure

• Quality, all steel construction

• Compact and light

• Super strong & supportive - no need for special glue or epoxy

• Easily installed - will save you time and money
   - Mount sinks in minutes and hookup immediately - no wait time
   - Can be removed for sink replacement or service if needed

• Lasts a lifetime - no holes to drill into countertop

• Use for new, remount or just for peace of mind installations

PART NO. MSRP
IC000250GN $130.82

FEATURES & BENEFITS 

FEATURES & BENEFITS 

250mL DISPENSER STATIC MIXING TIP 

Cinclips® undermount sink mounting brackets, the securest way possible 
to secure an undermount sink and never have to worry about it falling 
down. Cinclips® are easier than any other sink setter and great for new 
installations or sinks that have been removed for servicing seals.

PART NO. QTY MSRP
PWCC1001 1 Box $47.70
PWCC1001B 25 Boxes = 1 Bulk Pack $866.66

Cinclips® are easily mounted to the inside of the cabinet.
The braces simply screw into the cabinet and wedge up under the sink.

PART NO. QTY MSRP
IA000UMSFK 4 Pack $11.52

DISPENSER & MIXING TIP

SINK FASTENER CLIPS

CINCLIPS®

Other colors available to order. Ask salesperson about sample chains.



 

 

SIL-BOND RTV-3500 (Acetoxy)

Mildew Resistant
Excellent Weatherability

UV Stable
Non-Yellowing

VOC Compliant 
Non-Flammable

Waterproof
Excellent Adhesion

Non-Shrinking

FEATURES & BENEFITS

Sealing & Glazing
HVAC/R
Plumbing
Roofing

Kitchen & Bath
Countertops

Sanitary Seals

Precast Concrete
Transportation Seals

Marine Cabins
Appliance Trim
Interior/Exterior
Above Grade

 

CONSTRUCTION & INDUSTRIAL APPLICATIONS

MILDEW RESISTANT 1-PART INDUSTRIAL/CONSTRUCTION GRADE SILICONE SEALANT

Sil-Bond (RTV 3500) is an exceptional mildew resistant one component room temperature vulcanizing RTV 
acetoxy cure silicone sealant and adhesive. When fully cured, this product creates waterproof and airtight 
bonds to metal, steel, tile, fiberglass, ceramic, glass, aluminum, painted surfaces, wood, plywood, marble, plus 
many other common substrates. It is frequently used for interior sealing applications exposed to high moisture; 
tubs, baths, countertops, etc. This product is specifically formulated to offer all weather performance to meets 
today's Green Building Standards.
  
  
  
  
  
  
  
  
  
  
  
 

MEETS SPECIFICATIONS: ASTM C920 Type S, Grade NS, Class 25; TT-S-00230C, TT-S-01543A, MIL-A-
46106A, FDA CFR 177.2600, USDA Approved.
AVAILABLE COLORS: Clear, White, Black, Aluminum, Almond, Bronze, Trans Colors (custom colors 
available upon request)

PHYSICAL PROPERTIES TEST METHOD

Cure System Acetoxy

Movement Capability, % ±25% ASTM C-719

Modulus Medium ASTM D-412

Physical Properties (Cured) Rubber

Specific Gravity 1.04

Extrusion Rate, g/min. 370 ASTM C-1183

1/8”orifice @ 50 psi Modified

Temperature Range -62 ̊F to 400 ̊F

Intermittent Temperature Range 450 ̊F

Accelerated Weathering (10,000 hrs.) No Change QUV Weatherometer

Skin Over Time (min) 10* MNA Method

Tack Over Time (min) 17* ASTM C-679

Cure Rate 1/8” per 24hrs* MNA Method

Tensile Strength (psi) 310 ASTM D-412

Elongation % 500 ASTM D-412

Durometer Shore A 26 ASTM C-661

Dielectric Strength kv/mm (v/mil) 20 (500)

Dielectric Constant at 100 Hz 2.7 @ 60

Shelf Life (months) 24

Volatile Organic Content   30 gr./liter

*All properties derived from lab conditions (77 ̊ F at 50% relative humidity)

Test results are averages obtained under laboratory conditions. Reasonable variations can be expected.

www.silco-inc.com
440-975-8886 www.silco-inc.com

440-975-8886

MULTI PURPOSE  1-PART CONSTRUCTION GRADE SILICONIZED ACRYLIC LATEX SEALANT

Peri-Bond (PB-3) This premium quality one component, paintable, non-sag, low odor, mildew resistant 
siliconized acrylic latex sealant is formulated to provide a long lasting interior and exterior seal where slight to 
no movement is expected. Its creamy smooth consistency allows for ease in contractor tooling and cleanup of 
excess uncured sealant. The siliconized feature improves adhesion to many substrates including ceramic, 
glass, wood and plaster substrates.  The final cured product provides for a watertight/weatherproof seal 
without the use of primers; ideal for applications such as windows, kitchens and bath fixtures.  
 
 
 
 
 
 
 
 
 

 

 

 

MEETS SPECIFICATIONS: ASTM C-834-78
AVAILABLE COLORS: Clear, White, Almond (custom colors available upon request)

PHYSICAL PROPERTIES TEST METHOD

Cure System Siliconized Acrylic Latex

Movement Capability, % ±10% ASTM C-719

Modulus High ASTM D-412

Physical Properties (Cured) Rubber

Specific Gravity 1.55

Extrusion Rate, g/min. 750 ASTM C-1183

1/8”orifice @ 50 psi Modified

Service Temperature Range -5 ̊F to 170 ̊F

Application Temperature Range 40 ̊F to 100 ̊F

Accelerated Weathering (10,000 hrs.) No Change QUV Weatherometer

Skin Over Time (min) 30* MNA Method

Tack Over Time (min) 50* ASTM C-679

Cure Rate 1/8” per 72hrs* MNA Method

Tensile Strength (psi) 125 ASTM D-412

Elongation % 350 ASTM D-412

Durometer Shore A 40 ASTM C-661

Solids by Weight 85%

Slump of Sealant NIL

Shelf Life (months) 24

Volatile Organic Content   40 gr./liter

*All properties derived from lab conditions (77 ̊ F at 50% relative humidity)

Test results are averages obtained under laboratory conditions. Reasonable variations can be expected.

Non-Sag
Low Odor
Paintable

Water Clean-Up
Exterior/Interior Use

Mildew Resistant
Non-Staining
Non Yellowing

Low Dirt Pickup

FEATURES & BENEFITS CONSTRUCTION & INDUSTRIAL APPLICATIONS

Interior Window Sealing
HVAC/R
Plumbing

Kitchen & Bath
Countertops

Hollow Core Ceilings
Interior Wall Surfaces

Seal Openings
Interior/Exterior
Above Grade

 
 

ASTM D-2022

TRY NEW COLOR

RGB ffb30d

PMS 7409C

New Siliconized

Enhanced Formula

 

 

ECO-FLEX 9500 (Hybrid)

www.silco-inc.com
440-975-8886

HIGH PERFORMANCE 1-PART ELASTOMERIC HYBRID ADHESIVE SEALANT

Eco-Flex (9500) is a one component, high modulus, mildew resistant multipurpose silyl-terminated polyether 
(hybrid) elastomeric sealant and adhesive. When fully cured, this unique VOC compliant formula offers UV 
stability and firm bonding to PVC, concrete, glass, aluminum, painted surfaces, wood, plywood, marble, metal, 
plus many other common substrates. This product is specifically formulated to offer all weather performance to 
meet today's Green Building Standards.

 
 
 
 
 
 
 
 
 

 

MEETS SPECIFICATIONS: ASTM C920 Type S, Grade NS, Class 25, Use NT, A, M, G; TT-S-00230C, USDA 
Approved, AAMA 808.3, 805.2, 803.3 (Type I), 802.3 (Type II).  
AVAILABLE COLORS: Clear, White, Black, Gray, Bronze, Tan, Sand Beige (custom colors available upon 
request)

PHYSICAL PROPERTIES TEST METHOD

Cure System Hybrid, Moisture Cure

Movement Capability, % ±25% ASTM C-719

Modulus High ASTM D-412

Physical Properties (Cured) Rubber

Specific Gravity 1.66

Extrusion Rate, g/min. 320 ASTM C-1183

1/8”orifice @ 50 psi Modified

Temperature Range -75 ̊F to 220 ̊F

Intermittent Temperature Range 250 ̊F

Accelerated Weathering (2,000 hrs.) UV-A, No Change QUV Weatherometer

Skin Over Time (min) 20* MNA Method

Tack Over Time (min) 40* ASTM C-679

Cure Rate 1/8” per 24hrs* MNA Method

Tensile Strength (psi) 225 ASTM D-412

Elongation % 450-500 ASTM D-412

Durometer Shore A 46 ASTM C-661

Shelf Life (months) 12

Volatile Organic Content   18 gr./liter

*All properties derived from lab conditions (77 ̊ F at 50% relative humidity)

Test results are averages obtained under laboratory conditions. Reasonable variations can be expected.

Excellent Adhesion
Adhesion to Kynar ®

Non-Corrosive
Paintable

Flexible & Durable
Will Not Shrink or Crack

VOC Compliant
Contains No Solvents or Isocyanates

Color Stability and UV Resistant 
(ASTM G26) 

Non-Yellowing/Staining
Resistant to Most Chemicals

FEATURES & BENEFITS

Sealing Openings & 
Exterior Surfaces

HVAC/R
Plumbing
Roofing

Kitchen & Bath
Countertops

Sanitary Seals

Precast Concrete
Industrial Gaskets

Transportation Seals
Marine Cabins

Appliance Trim & 
Parts

Interior/Exterior
Above Grade

 
 

CONSTRUCTION & INDUSTRIAL APPLICATIONS
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ECO-FLEX 9500 10.3OZ

HIGH PERFORMANCE 
1-Part Elastometric 

Hybrid Adhesive Sealant

MILDEW RESISTANT 
1-Part Industrial/Construction Grade 

Silicone Sealant

MULTI PURPOSE 
1-Part Construction Grade 

Siliconized Acrylic Latex Sealant

SIL-BOND RTV 3500 10.3OZ

RTV SIL-BOND 3500 CUSTOM COLOR CHART

TRANSLUCENT 
CHARCOAL

TRANSLUCENT 
WHITE

TRANSLUCENT 
ROSE TAUPE

TRANSLUCENT 
BLUE

TRANSLUCENT 
BEIGE

TRANSLUCENT 
BROWN CAMEO

TRANSLUCENT 
GRAY

TRANSLUCENT 
GREEN

TRANSLUCENT 
EARTHTONE

PERI-BOND PB-3 10.3OZ

COLOR PART 
NO.

MSRP
QTY
1-23

MSRP
QTY
24+

Ultraclear SIEF03 $11.40 $10.64
White SIEF09 $11.40 $10.64

COLOR PART 
NO.

MSRP
QTY
1-23

MSRP
QTY
24+

Cameo SIS35CAM $21.50 $20.08
Taupe SIS35TAU $21.50 $20.08
Translucent Beige SIS35TBEI $21.50 $20.08
Translucent Blue SIS35TBLUE $21.50 $20.08
Translucent Brown SIS35TBRN $21.50 $20.08
Translucent Charcoal SIS35TCHR $21.50 $20.08
Translucent Earthtone SIS35TEAR $21.50 $20.08
Translucent Green SIS35TGRN $21.50 $20.08
Translucent Gray SIS35TGRY $21.50 $20.08
Translucent Rose SIS35TROS $21.50 $20.08
Translucent White SIS35TWHT $21.50 $20.08
White SIS35WHT $21.50 $20.08

COLOR PART 
NO.

MSRP
QTY
1-23

MSRP
QTY
24+

Almond SIPB3ALM $7.24 $6.74
Clear SIPB3CLR $7.24 $6.74
White SIPB3WHT $7.24 $6.74

FEATURES & BENEFITS FEATURES & BENEFITS FEATURES & BENEFITS 

• Excellent Adhesion

• Adhesion to Kynar

• Non-Corrosive

• Paintable

• Flexible & Durable

• Will Not Shrink or Crack

• VOC Compliant

• Contains No Solvents or Isocyanates

• Color Stability and UV Resistant 
   (ASTM G26)

• Non-Yellowing/Staining

• Resistant to Most Chemicals

• Mildew Resistant

• Excellent Weatherability

• UV Stable

• Non-Yellowing

• VOC Compliant

• Non-Flammable

• Waterproof

• Excellent Adhesion

• Non-Shrinking

• Non-Sag

• Low Odor

• Paintable

• Water Clean-Up

• Exterior/Interior Use

• Mildew Resistant

• Non-Staining

• Non Yellowing

• Low Dirt Pickup

SILCO Visit silco-inc.com for product color matching charts.


